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Kegelradgetriebe / Bevel gearboxes

CODIFICA / HOW TO ORDER / TYPENBEZEICHNUNGEN / CODIFICACION

Output shaft
& I Size - Grandezza Mounting - Montaggio Rapporto - Ratio Albero uscita
Type=Tipo ~Typ-Tipo Grosse - Tomafio Montage - Tipo de montaje | Untersetzung - Relacion Ausgangsflansch
Brida en solida
I X22S C 4.83 A
Helical-bevel gear
Riduttori ortogonali See technical
data table
Stages Stages Vedi tabelle dati
- Riduzioni Riduzioni tecnici.
T e Stufen Stufen S—
Eta Eta| n es
3 a s pas Datenblatt
1_ 0 beachten.
Aluminum
R \er tabla datos
With IEC motor Alluminio teenicos
M Aluminium
Aluminio
xzzs X328 X338
X328 B = 020
X42A - 225
X52A C = 025
With motor flange X62A D => @30
P X52A X53A
X33S D = 230
X43A ) i~ 035
'
X53A E = 035
X63A F => 040
Shrink Disk
(only on the DX side)
With male input shaft
R Only on request for Q.ty
L A richiesta per quantita
Single output shaft
-
X228
X32/38
.. M xs2ac=> @30
—l'II: O N xs23a=> @35
Modular base Stainless steel hub
B |
Stainless steel hub
Mozzo in acciaio Inox
Edelstahlhohlwelle
Nucleo corona de
acero Inox
Only on request for Q.ty
\_ Avrichiesta per quantita Shrink Disk
U &5 0220
Dossier uwdir!gr"i A richiesta Onrequestwe  AufAnfrage kénnen A pedido, se pueden Q xazza=> 030
& i ' loMSEG 8.5 | possiamo fornire |  can deliver our  wir unsere Produkte enviar nuestros R xs23a=> @35
nostri prodotti products den Richtlinien productos de acuerdo :
secondo le according tothe ATEX entsprechend con las normas ATEX. S XB2/3A=> 040
0032 | normative ATEX ATEX liefern
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Kegelradgetriebe / Bevel gearboxes

CODIFICA / HOW TO ORDER / TYPENBEZEICHNUNGEN / CODIFICACION

Output flange Motor size Terminal box position Mounting position
Type - Tipo Flangia di uscita Grandezza motore Posizione morsettiera Posizione montaggio
Typ - Tipo Ausgangs Flansch Motor Grisse Klemmkastenlage Einbaulage

Brida en salida Tamaiio motor Posicion caja de bornes | Posifion de montaje

BR N B B3

= Standard motor flange LE
] Flangia motore standard
= [
U | B || B14 | " =
e @ B3
FB N %‘mﬁiii g1 L STANDARD
Forma base T e =63 P=83
Universal w2 (2140) (290)
0 > 2110 C=r1 Q=71
|| °
faz00) (8120} STANDARD B6
1 = 02120 E-a0 T=00 — J
2 =160 (9200) (2140)
F=100+112 U=100+112
: . (.3250): (2160)
e o 2 =160 V=132
3 = @200 (2200)
L 4 = 250
= =
|--E 2 = 3160 Input shaft type R/ Tipo R ¥
X 30000 | [EESS || 25
. 4 — 250 1 = g14 2 =519
: X52A
o

3 =024

4

Input model base bore

=

Foro entrata standard ¥
X228 X338 ‘ ‘ X328 X42A ‘
XA3A | X53A XB3A
> 29 1 => 514
z (56B5) (71B5)
0 =211 2 =>019
(63B5) (BOBS)
1 = 014 3 =024
(71B5) (90B5)
XB2A
2 =19
(80B5)
3 =024
(90B5) "
4 = 28
(10085) STANDARD

Specify only for
vertical positions

Specificare solo per
| posizione verticale
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Kegelradgetriebe / Bevel gearboxes

Rating - Alluminum

HELICAL-BEVEL GEARBOXES

= QUICK SELECTION / Selezione veloce  The dynamic efiiciency is 0.96 for all ratios input speed (n,) = 1400 min™
Output Motor | Output | Service | Nominal |[Neminal Available BS Available B14 Output Shaft
Spel:;d Ratio power torqpue factor | power | torque motor flanges motor fi rahe \g/?
r.IZ 1 i P'M MZ“ fs p\ﬁ MER B c 0 P Q y
fmir] WA | INm FS O M ML e gy s | 63 | 71 -
289.7 @ 4.83 | 0.37 1.7 2.6 0.95 30 5 289 -
1892 | 7.40 | 037 | 179 1.7 0.62 30 287
146.2 @ 9.58 | 0.37 | 23.2 1.7 0.64 40 199
127.5 | 10.98 | 0.37 | 266 1.7 0.63 45 179
107.1 | 13.07 | 0.37 | 316 1.4 0.53 45 159 | standard
955 | 14.66 | 0.37 | 355 1.3 0.47 45 197 220
886 | 15.79 037 | 382 1.2 0.44 45 139
833 | 16.81 | 0.37 | 40.7 1.1 0.41 45 177
700 | 20.00 | 0.37 | 484 1.0 0.37 48 157 218
638 | 2193 | 037 | 531 0.9 0.35 50 109 | On request
579 | 2418 | 025 | 395 13 0.32 50 137
482 | 29.04 | 025 | 474 1.1 0.26 50 99
417 | 33.57 | 018 | 419 1.2 0.23 50 107
36.2 | 38.67 | 0.18 | 483 1.0 0.20 50 79
315 | 4444 | 018 | 555 0.9 0.17 50 97
237 | 5918 | 012 | 47.7 1.0 0.13 50 77
19.9 | 70.24 | 0.09 | 45.2 1.1 0.11 50

67
[ Motor Flanges Available "b B)aupplhd with Reduction Bushing B}Avnilabla on Request without reduction bushing C)Mutor Flange Holes Position
Flange Motore Dis ponibili Fornito con Bussola di Riduzione Disponibile a Richiesta senza Bussola di Riduzione Posizione Forl Flangia Motore

Standard|For these mounting position specify in the order or add oil

EN Unit X228 is supplied with synthetic oil for lifetime siippliod

lubrification, no maintenance is necessary.
See table 1 for lubrication and recommended quantity.
In table 2 please see possible radial loads and axial

loads on the gearbox. B6 B7 B8
Eor complet mentation pl visit our web site. 0.25LT | 0.25LT | 025LT | 0.25LT
AGIP BP SHELL L KLUBER P‘ MOBIL
Telium VSF 320|Energol SGXP220| Tivela Qil WB [Syntheso D220 EF Glygoyle 30
| |lriduttore X228 viene fornito completo di olio sintetico Ol plugs on request/ Tappl ollo a richlasta. tab, 1
per la lubrificazione permanente e non necessita di
alcuna manutenzione.
Vedi tab.1 per oli e quantita consigliati. *RADIAL AND AXIAL LOADS
In tab.2 sono presenti i carichi radiali e assiali applicabili Output shaft
al riduttore. Albero di uscita Feq=Fr._42_
Perla ntazione completa consulta il nostro sito. ) X+23
Fr (N) Jrem
D Das Getriebe X22S ist mit synthetischem Ol gefillt = _<4m mp i
und ist lebensdauergeschmiert. Te Fa(N)
In Tabelle 1 ist die Schmiermenge und das empfohlene 3 "
Schmiermittel angegeben. .
In Tabelle 2 sind die zuléssigen Radial - und wz [FATFR]] =, [FA|FR FA | FR
Axialbelastungen des Getriebes aufgefiihrt. 400 | 360 |1800|| 100 | 440 |2200|| 25 | 440 |2200
Die kompl kumentation, Warlings - un 250 | 380 [1900|| 75 | 440 [2200|| 15 | 440 |2200
Inbetriebnahmeanleitungen finden Sie unter. 150 420 (2100 50 | 440 |2200

Fr On request taper roller bearings to increase radial loads.
A richiesta cuscinetti a rulli conici per aumentare i carichi radiali.

E El reductor tamafo X228 se suministra, lubricado de
por vida con aceite sintético y no requiren mantenimiento | Input shaft

alguna. ) ) albero in entrata

Enla (ol s mmmanan loe beemea riblesy ekles : AN [ FA R

e oo e mlistn ol s Web, gl R N R L
b s X a0 60 [ 950

*Strong axlal loads in the DX direction are not allowed.
Non sono consentiti forti carichi assiali con direzione DX
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Kegelradgetriebe / Bevel gearboxes

3D dimensions on the Web

Basic Gearbox

PXZZSC“' Riduttore base

|M. flanges| Kitcode | oF | A
63B5 | K0560.4.041| 138 |152.5
71B5 | K050.4.042| 160 |150.5
56B14 |KC40.4.049| 80 | 152
63B14 | K050.4.047| 90 |154.5]
T71B14 | K050.4.045| 105 | 152

Feet
px22s.-N.. Piedini

n
w
a
Y
= A
8
3}
||.@6.5
12
60
Output flange
PXZZS'F1 == Flangia uscita
kit cod. KX25.9.011
0

L
A

Input shaft
Albero in entrata

Rx22s..

(5]
18

0

_50
3| [
ki L ——
-y s
— %yj o T
T3]
= 3 Standard
Hollow shaft
.

Moumlr{g holes

position
Posizione fori On request
di montaggio Arichiesta
Output flange
PXZZS'FO.. Flangia uscita
30 100 kit cod. KX25.9.010
N %,
] 0
) | o )
Q | o
o | ) 1
el E @
(o] | O >
@ | @
8,/ |2
80 110
Reaction Arm
PXZZSB R Braccio di reazione
kit cod. KX25.9.027

o/

Px22s. A..

Single output shaft
Albero semplice in uscita

kit cod. KX28.5.028

220 k6

M8x20 |_40
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Kegelradgetriebe / Bevel gearboxes
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Kegelradgetriebe / Bevel gearboxes
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Kegelradgetriebe / Bevel gearboxes
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